
6"x6"x1
2" STEEL PLATE,

WELD TO TOP OF COUPLER
(1/4 " FILLET)

1.5" OR 1.75" HELI-PILE ®

MODULAR HELICAL PILE OR
THREADED TERMINATION.

HP-15-PC FOR 1.5" HELI-PILE ®

MODULAR HELICAL PILES OR
THREADED TERMINATIONS.

HP-17-PC FOR 1.75"HELI-PILE ®

MODULAR HELICAL PILES OR
THREADED TERMINATIONS.

INTERNAL THREADED COUPLER
PER ASTM A513/5 Gr 1026,
2.75" OD FOR 1.5" SHAFT,
3" OD FOR 1.75" SHAFT.

BRACKET RATINGS WITH
HELI-PILE® MODULAR OR
THREADED TERMINATIONS:

1.5" SHAFT, 70,000 LBS
TENSION OR COMPRESSION

1.75" SHAFT, 110,000 LBS
TENSION OR COMPRESSION
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HP-15-PC AND
HP-17-PC

LOAD TRANSFER BRACKET

TH
IS

 D
R

A
W

IN
G

 A
N

D
 T

H
E

 IN
FO

R
M

A
TI

O
N

 C
O

N
TA

IN
E

D
 H

E
R

E
O

N
 A

R
E

 T
H

E
 P

R
O

P
E

R
TY

 O
F 

IM
R

, I
nc

.  
TH

IS
 D

R
A

W
IN

G
 IS

 IN
TE

N
D

ED
 F

O
R

 T
H

E
 S

O
LE

 U
SE

 O
F 

IM
R

, I
nc

., 
AN

D
 IT

S
 A

U
TH

O
R

IZ
ED

 C
LI

EN
TS

 O
N

LY
.

HP-15-17-PC.DWG

HP-15-PC & HP-17-PC

 FLAT PLATE LOAD TRANSFER BRACKET, HP-15-PC & HP-17-PC
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